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TOWNSHIP 26 SouTH, RaNGE 7 WEST, SALT LAKE MERIDIAN, UTAH.

The fcollowing field notes are those of the dependent resurvey of a
portion of the Fifth Standard Parallel Scuth (north boundary), a
portion of the Guide Meridian between Ranges 6 and 7 West {east
boundary), a portion of the south boundary, a portion of the
aubdivisional lines, the subdivision of sections 1, 12, 13, 14, 23, 24,
27, and 35, and the dependent resurvey of, Washington Lode, Lot 57A AM.
and Newark Lode, Lot 58 AM., in T. 26 S., R. 7 W., Salt Lake Meridian,
Utah.

History of Surveys

Surveyed by Retr. or Resurveyed by
SQUTH BOUNDARY
Portion J. Bausman : 1869
Pertion Page & Erwin 1901
All C.P. Sylvester 1969

EAST BOUNDARY (Guide Meridian)

Porticn J. Bausman 1869
2ll Page & Erwin 1900 Page & Erwin 1900
Portion . C.P. Sylvester 1969

WEST BOUNDARY

A1l Page & Erwin 1901
Porticn L.V. Judd 1996

NORTH BOUNDARY (Fifth Standard Parallel South)

All J. Bausman 1869

All Page & Erwin 1801
FPortion Miller & Byergo 1919
SUBDIVISION

Portion J. Bausman 1869

Portion F. Dickert 1870

Portion J. Bausman 1870 J. Bausman 1870
Portion Page & Erwin 1901 Page & Erwin 1901
Portion L.V. Judd 1396

MINERAL SURVEYS
Lot 57A Washington Lode and Lot 58 Newark Lode

All E. Koeber 1886
All Q. Palmer 1891

HISTORY OF LOCAL SURVEYS
In 1987, Bush & Gudgell, Inc. of St. George, Utah preformed a survey

for June Fletcher in section 23. The record of survey was obtained
directly from Bush and Gudgell, Inc.
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TOWNSHIP 26 SouTH, RaNGE 7 WEST, SaLT LaKE MERIDIAN, UTAH.

In 2001, Watson Engineering Company, Inc. of Cedar City, Utah preformed
a survey of the Sulphurdale interchange, in sections 14 and 23. This
survey was recorded on October 25, 2001, in the Beaver County Engineers
Office as Plat number 251.

In 2003, Grimshaw Surveying, Inc. of Enoch, Utah preformed an ALTA/RCSM
Tand Title Survey in section 12 and a portion of section 14. This
survey consists of 4 sheets and was recorded on July 7, 2003, in the
Beaver County Engineers Office as Plat number 285a, 285b, 285¢c, and
285d.

The Beaver County Surveyors office has monumented several corners
within the project area, with Corner Perpetuation and Filing Records on
file in the Beaver County Recorders Office.
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T. 26 S., R. 7 W., SaLr Lake MeriDIian, UTaH.

This survey was executed in accordance with the specifications
set forth in the Manual of Surveying Instructions, 1973, and
the Special Instructlons for Group No. 1001, dated March 24,
2005.

The direction cf the lines was determined by references to
true meridians, established by Glcbal Positioning System (GPS)
utilizing Real-Time Kinematic (RTK) techniques throughout the
survey. The positional accuracy of this survey complies with
the Standards and Guidelines for Cadastral Surveys Using GPS
Methods, dated May 9, 2001, Version 1.0. Trimble model 5700
GPS receivers were used for field collecticn. Cadastral
Measurement Management (CMM) software was the primary software
utilized for project calculations.

Preliminary to the resurvey, the lines of the prior surveys
were retraced and search was made for all corners and their
cails of record. Identified corners were remonumented in
their original positicns. Lost corners were reestablished and
remonumented at proporticnate pesitions based on the cfficial
record. The retracement data was thoroughly verified and only
the true line field notes are given herein.

Geodetic control was derived from National Geodetic Survey
Station “PINEY” with the published data as follows:

Latitude: 38°30r12.58015" N. Longitude: 112°39'18.93928" W.
N.A.D., 1983 (19%4) Elevation 7313 feet, N.A.V.D., 1988.

The geographic position of the standard corner of sections 35
and 36 only, determined by using RTK methods from indirect
ties made to National Geodetic Survey Station “PINEY” is as
follows:

Latitude: 38°29'54.526" N. Longitude: 112°36'02.607" W.
N.A.D. 1983.
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T. 26 5., R. 7 W., SaLT Laxs MERIDIAN, UTAH.

Previcus surveys of the Fifth Standard Parallel South,
reference the standard corner of section 35 and 36 as common
*o all four sections, while another survey established a
closing corner for sections 1 and 2.

The following paragraphs briefly describe the history of the
surveys along a portion of the Fifth Standard Parallel South,
between sections 1 and 36. For a complete record see the
official field note and plat returns.

The original survey of the Fifth Standard Parallel South was
executed by J. Bausman in 1869; he set a black lava stone,
18x8x7 inches for the corner of section 25 and 36.

In 1870, F. Dickert, while surveying section 1, in Township 26
Scuth, Range 7 West, intersected the Fifth Standard Parallel
South 18 links west of the standard corner of section 3% and
36, where he set a lava stone, 15x12x5 inches for the closing
corner of sections 1 and 2.

The north boundary of the township was resurveyed by Page and
Erwin in 1901, at which time they found lying loose, & lava
stone 18x9x8, {(the apparent Bausman stone) and reset it as the
standard corner of sections 35 and 36. While resurveying the
subdivisicnal lines of the township, they ran north between
sections 1 and 2 and intersected the Fifth Standard Parallel
South at the standard corner of sections 35 and 36. Having
not found the 1/4 section corner of sections 1 and 2, they
proporticned it between the southwest corner of section 1 and
the standard corner of sections 35 and 36, making the standard
corner common to all four sections. They made no mention of
the clesing corner set by Dickert in 1870.

In 1919, Miller and Byergo resurveyed the Fifth Standard
Parallel South, they found a lava stons, 8x8x8 inches zbove
ground, and remonumented the corner with a 2 inch diameter
iron post marked common to all four sections, 1, 2, 35 and 36.

At the present time, the iron post as described by Miller and
Byergo remains as well as a lava stone, 21x9x8 inches, marked
1 groove on east, 5 grooves on west, and 3C on north faces,
set alongside the iron post. The corner ig located in a north
south fence line. No remaining evidence of the closing corner
set by Dickert in 1870 was found.

The standard corner of sections 35 and 36 1s accepted as
currently monumented, common to all four sections. All
patented lands in the area were patented after the 1500-1901
survey which discarded the closing corner of sections 1 and 2,
and made the standard corner commeon to all four sections.
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DEPENDENT RESURVEY OF A PORTICN OF THE NORTH BOUNDARY
(FIFTH STANDARD PARALLEL ScuTrH), T. 26 S., R. 7 W.,
SaLT Lake MERIDIAN, UTAH.

Dependent Resurvey of a Portion of the
North Boundary (Fifth Standard Parallel South)
T. 26 8., R. 7 W., Salt Lake Meridian, Utah.

Reestablishment of the Survey Executed by J. Bausman in 18685
and the Resurvey Executed by Page and Erwin in 1901

Beginning at the corner of Townships 25 and 26 Scuth, Ranges 6
and 7 West, monumented with an iron post, 2 1/2 inches
diameter, firmly set in a small mound of stone, with the brass
cap marked as described in the official record of the 1982
resurvey.

Corner is located in a fence line extending north and south on
the east edge of an open rolling pasture.

S. 89° 54.3' W., on the Fifth Standard Parallel South, between
sections 1 and 36.

The standard 1/4 section corner of sections 1 and 36,
monumented with a Millard County Survey Monument, an aluminum
pipe, 3 inches diameter, firmly set, projecting 16 inches
above ground, with the aluminum cap marked:

1989
T255
5 36

1/4 RTW
51
TZ265

LS 6295
Found a steel fence post alongside.

Corner is located 69 feet east, of a fence line extending
north and south.

This corner is accepted as a careful and faithful
determination of the position of the 1/4 section corner by
proporticnate methods. No remaining evidence of the original
marked stone was found.

S. 89° 54.4’ W., beginning new measurement.

Point for the W 1/16 section corner of sections 1 and 36.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
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DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY
{FIFTH STANDARD PARALLEL Soutd}, T. 26 S., R. 7 W.,
SaLT LAKE MERIDIAN, UTAH.

S 36

W 1l/16
s1
2005

Set a fiberglass fence post alongside.

Corner is located at base of lava rim, 20 feet high, bearing
north and south.

From which, a rebar, 5/8 inch diameter, without attached
identifying cap, firmly set, projecting 2 inches above ground,
bears south, 3.4 feet distance.

The standard corner of secticns 1, 2, 35, and 36, mcnumented
with an iron post, 2 inches diameter, firmly set, projecting
12 inches above ground, with the brass cap marked as described
in the official record of the 1919 resurvey.

Alongside the iron post, found a lava stone, 21x9x8 inches,
plainly marked with 1 groove on the east, 5 grooves on the
west, and a SC on the north faces.

Corner is located in a fence line extending north and south.

Found a mound of stone 4x3x2 feet west of the iron post.

Dependent Resurvey of a Portion of the West Boundary
(Guide Meridian), T. 26 5., R. 6 W., Salt Lake Meridian, Utah.

Reestablishment of the Survey Executed by
Page and Erwin in 1900

From the corner of sections 19 and 30 only, T. 26 S., R 6 W.,
monumented with a trachyte stone 18x8x4 inches, lying loose,
plainly marked with 2 grooves on one edge and no other marks
found.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
14 inches in the ground to solid rock, with magnet enclosed in
a clear plastic case at the base, in a mound of stone, 3 foot
basas, te the aluminum cap marked:

T268
R7W REW

'Sl9
530

2005

Corner is located on steep north slope in pifion and ocak brush.
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DEPENDENT RESURVEY QF A PORTICN OF THE WEST BOUNDARY
(GuIpe MERIDIAN), T. 26 S., R. 6 W.,
SaLT Lake MERIDIAN, UTaH.

From this corner, the closing corner of secticons 24 and 25,
monumented with a trachyte stone 16x12x3 inches, loosely set,
dimly marked CC on the west face, and plainly marked with 2
notches on the south, and 4 notches on the north edges, bears

S. 2° 44.3" W., 7.257 chains distance.
At the corner point

Set an aluminum pest, 3C inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T268
R7W R&W

524 C|
S25 C
2005
Bury the marked stone along side the aluminum post.
Raise a mound of stone 2x2xl feet west of the aluminum post.
Corner is located on steep south slope in pifion and juniper.

N. 0° 16.6' W., on the west boundary of section 19.

Point for the 1/4 section corner of section 24 only, T. 26 S.,
R. 7 W.

Set an aluminum post, 30 inches long, 2 i/2? inches diameter,
22 inches in the ground to solid rock, with magnet enclosed in
a clear plastic case at the base, in a mound of stone, 4 foot
base, to the aluminum cap marked:

TZ26S
R7W RoOW
1/4
s24

2005

Corner is located on scuth slope in pificn and juniper.

Set a steel fence post alengside the aluminum post.

The 1/4 section corner of section 1% only, T. 26 5. R 6 W.,
monumented with a trachyte stone 16x10x8 inches, firmly set,
plainly marked 1/4 S 19 on the west face.

From which

A pifion 18 inches diameter, scribed 1/4 819 BT, on an cpen
blaze bears, N. 67° E., 19 links distance. (Record
N.16°E., 28 links distance.)




DEPENDENT RESURVEY OF A& PORTION OF THE WEST BOUNDARY
{(GuipE MErIDIAN}, T. 26 S., R. 6 W.,
SarT Laxke MERIDIAN, UTAH.

CHAINS
A juniper 8 inches diameter, scribed 1/4 3 BT, on an open
blaze bears, $S. 86° W., 6 links distance. (Record a
pifion, at N. 15° W., 32 links distance.)
At the corner peint
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
T265
R7TW ROW
1/4
519
2005
Bury the marked stone alongside the aluminum post.
Corner is located on southwest slope in pifion and juniper.
Raise a mound of stone 3x2x]l feet, east of the aluminum post.
N. 0° 25.1/ E., beginning new measurement.
32.448 True point for the closing corner o%smmtions 13 and 24,
T. 26 §., R. 7 W., hereinafter described.
39.480 The corner of sections 18 and 1% only, T. 26 5. R 6 W.,

monumented with a trachyte stone 12x10x2 inches, plainly
marked with 3 grooves on the north and south edges, set in a
small scattered mound of stone.

At the corner peint

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T263
R7W RE&W

|818
519
2005

Bury the marked stone alongside the aluminum post.

Corner is located on north slope in dense pifion, juniper, and
oak brush.

Raise a mound of stone 4x3x2 feet, east of the aluminum post.
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY
(GUiDE MERIDIAN}, T. 26 S., R. &6 W.,
SALT LAKE MERIDIAN, UTAH.

N. 0° 09.2' W., on the west boundary of section 18.

Point for the 1/4 section corner of section 13 only, T. 26 S.,
R. 7 W.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26S
R7W RGW
1/4
S13

2005

Raise a mound of stone 3x2x1 feet west of the aluminum post.

Corner is located cn a gradual southwest slope in an old
chaining.

From this corner, the corner of fences, extending north and
west bears, N. 79° W., 44.5 feet distance.

Point for the 1/4 section corner of section 18 only, T. 26 S.
R 6 W., at proportionate distance; there is no remaining
evidence of the original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
18 inches in the ground, with magnet enclosed in a clear
plastic case at the base, in a mound of stone, 5 foot base to
the aluminum cap marked:

T26S
R7W ROW
1/4
518
2005

Corner is located on steep northwest slope in pifien and
juniper, 32 feel east of a fence line extending north and
south.

The corner of sections 7, 12, 13, and 18, monumented with a
U.S. Forest Service Survey monument, an aluminum post, 3
inches ciameter, firmly set in a mound of stone, with the
aluminum cap marked:

T263
R7W R&W
S12138 7
$13|s18
LS 4876
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DEPENDENT RESURVEY QF A PORTION OF THE WEST BOUNDARY
(GuiDE MERIDIAN), T. 26 S., R. 6 W.,
SALT LaKE MERIDIZN, UTAH.
CHATINS

A red sandstone 24x10x4 inches, plainly marked with 4 notches
on one adge and 2 notches on the opposite was found buried
alongside the aluminum post.

from which

A juniper 12 inches diameter, with a healed cover blaze
bears, S. 48° E., 45 links distance. (Record 30 links)

A juniper 12 inches diameter, with a healed over blaze
bears, S. 55° W., 50 links distance.

The northeast and northwest bearing trees were found dead and
down, not re-measured.

Corner is located in a fence line extending east and west, and
at the projection of fences extending south and N. 30° W.

Reestablishment of the Survey Executed by J. Bausman in 1869
and the Resurvey Executed by Page and Erwin in 1200

N. 1° 04.5' E., between sections 7 and 1Z.

19.481 Intersect line 1-4, Washington Lode, Lot 57A, AM., not
monumented.

24.679 Intersect line 3~4, Washington Lode, Lot 57A, AM., not
monumented.

40.214 The 1/4 section corner of sections 7 and 12, monumented with a
J.5. Forest Service Survey monument, an aluminum post, 3
inches diameter, firmly set in a small mound of stone, with
the aluminum cap marked:

T26S
RTW REW
1/4
s12 | s 7
LS 4876
1986

from which
A juniper 22 inches diameter, with an open blaze, and no

visible scribing, bears N. 66° E., 64 links distance.
(Record N, 63 1/4° E., 161 links distance) .

A juniper 30 inches diameter, with an open blaze, and no
visible scribing, bears S. 78° W., 120 links distance.

Corner is located in a fence line extending north and south, 3
feet north of a fence corner extending north and west, and 20
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DEPENDENT RESURVEY OF A PORTICN COF THE WEST BOUNDARY
(Gurnk MERIDIZN), T. 26 S., R. 6 W.,
SaLT LaKE MERIDIAN, UTaH.

feet north of center line of dirt road, 10 feet wide bearing
gast and scuth.

N. 0° 48.9' E., beginning new measurement,

The corner of sections 1, 6, 7, and 12, monumented with a U.S.
Forest Service Survey monument, an aluminum post, 3 inches
diameter, firmly set in a mound of stone, with the aluminum
cap marked:

T265
R7TW ROW

S 115 6

812|S 7

L3 4876
1586

from which

A juniper stump 16 inches diameter, with no visible scribe
marks bears, S. 40° E., 40 links distance.

A juniper stump 12 inches diameter, with no visible scribe
marks bears, S. 70° W., 161 links distance.

A juniper 22 inches diameter, with a healed over blaze,
pbears, N. 67° W., 143 links distance. (Record N. 72 1/2°
W., 138 links)

The corner falls at the corner of fences, extending north,
south and west.

M. 0° 21.9' E., between sections 1 and 6.

The S 1/16 section corner of sections 1 and 6, monumented with
a rebar, 5/8 inch diameter, without attached identifying cap,
firmly set, projecting 4 inches above ground, with a steel
fence post alongside.

The rebar is accepted as a careful and faithful determination
of the 1/16 section corner position. No determination was made
as to who or when the rebar was set.

At the ¢orner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at base and the rebar inside post, with the
aluminum cap marked:
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DEPENDENT RESURVEY OF A PORTTON OF THE WEST BOUNDARY
{GUuIDE MERIDIAN), T. 26 S., R. 6 W.,
SaLT LAKE MERIDIAN, UTAH.
CHAINS
s 1/16
S1] 86
2005

Raise a mound of stone 3x2xl feet west of the aluminum post.

Corner is located on a west slope, 2 feet west of a fence line
extending north and south, in an open juniper area.

40.088 The 1/4 section corner of sections 1 and 6, monumented with a
fance corner with fences extending neorth, east, south, and
west. The corner of fences is accepted as the best available
avidence of the position of the original corner.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in & clear
plastic case at the base, with the aluminum cap marked:

T26S
R7W R6W
1/4
sS1]ses
2005

N. 0° 43.7' E., beginning new measurement.

40.422 The corner of Townships 25 and 26 Scuth, Ranges & and 7 West,
hereinkbefore described.

Dependent Resurvey of a Fortion of the South Boundary,
T, 26 8., R, 7 W., Salt Lake Meridian, Utzah.

Reestabliszhment of the Survey Executed by J. Bausman in 1863
and the Resurvey Executed by C.P. Sylvester in 1969

From the corner of sections 35 and 36 only, on the south
boundary of the township, monumented with an iron post, 2 1/2
inches diameter, firmly set, with the brass cap marked as
described in the official record of the 1969 resurvey.

Found the original granite stone, lying loose alongside the
iron post 17x7x6 inches, plainly marked with 5 notches on one
edge and 1 notch on the opposite.

Bury the marked stone alongside the iron post.

Corner is located on a south slope, at the corner of fences
extending north, east, and west, on the east side of a
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
T. 26 S., R. 7 W., Sart LAKE MERIDIAN, UTAH.

two-track road, bearing scuth and west in scattered pifion and
juniper.

S. 88° 01.1' W., on the south boundary of the township.

The closing corrner of sections 1 and 2, T. 27 S., R. 7T W.,
monumented with an iren peost, 2 1/2 inches diameter, firmly
sel, projecting 12 inches above ground, with the brass cap
marked as described in the official record of the 1969
resurvey.

Raise a mound of stone around the iron post.

Corner falls 2 feet south of E — W barbed wire fence, and
amongst scattered pifion in an old chained area.

The 1/4 section corner of section 35 only, mcnumented with an
iron post, 2 1/2 inches diameter, firmly set, projecting 6
inches above ground, with the brass cap marked as described in
the official record of the 1969 resurvey.

No remaining evidence of the 1969 bearing tree was found.
Corner is located in flat open brush and in a fence line

extending east and west; a two track road runs parallel to the
fence, 10 feet north of the corner.

S. 88° 05.8' W., beginning new measurement.

The 1/4 section corner of section 2 only, T. 27 S. R. 7 W.,
monumented with an iron post, 2 1/2 inches diameter, firmly
set, projecting € inches above ground, with the brass cap
marked as described in the official record of the 1965
resurvey.

Found a small mound of stone to the south of the iron post.

No remaining evidence of the original bearing trees were
found.

Corner is located in flat open country, 2 feet north of a
fence line extending east and west; a two track road runs
parallel to the fence, 10 ft. north of the corner.

g. 87° 57.5° W., beginning new measurement.

The corner of sections 34 and 35 only, monumented with an iron
post, 2 1/2 inches diameter, firmly set, projecting 8 inches
above ground, with the brass cap marked as described in the
official record of the 196% resurvey.

from which
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DEPENDENT RESURVEY OF A PORTICN OF THE SOUTH BOUNDARY,
T. 26 S., R. 7 W., Saur LAKE MERIDIAN, UTAH.
CHAINS
A burned, dead juniper 14 inches diameter, with an open

blaze, and no visible scribing, bears, N. 46° E., 55
links distance. (Record N. 48° 30 E., 35 links
distance.)

The northwest bearing tree was found dead and down, not re-
measured.

Found a mound of stone 3x2x2 north of the corner, with steel
fence post along side.

Corner is located on open flat ground.

Dependent Resurvey of a Portion of the Subdivisicnal Lines,
T, 26 S., R. 7 W., Salt Lake Meridian, Utah.

Reestablishment of the Survey Executed by J. Bausman in 1870,
and the Resurvey Executed by Page and Erwin in 1901

From the corner of sections 35 and 36 only, on the south
boundary of the township, hereinbefore described.

N. 0° 01.6' E., between sections 35 and 36.

38.460 Peint for the 1/4 section corner of sections 35 and 36 at
proportionate distance. No remaining evidence of the criginal
corner was found.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26SR7W
1/4
S35 | s36
2005

Corner is located 1.5 feet west of a fence line extending
north and south in pifion and juniper.

Raise a mound of stone 4x3x2 feet, west of Lhe aluminum post.

57.690 Point for the N 1/16 section corner of sections 35 and 36, not
monumented.

76.920 The corner of sections 25, 26, 35, and 36, monumented with a

granite stone 20x12x9 inches, firmly set, plainly marked with
1 notch on the south and east edges, set in a mound of stone.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
22 inches in the ground, with magnet enclosed in a clear
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DEPENDENT RESURVEY OF A PORTICN OF THE SUBDIVISIONAL LINES,
T. 26 S., R. 7 W., SaLT LAKE MERIDIAN, UTAH.

CHAINS
plastic case at the base, in a mound of stone 3 foot base, to
the aluminum cap marked:

T26SR7W
526|525
835|S36
2005
from which bearing trees not of record
A juniper 18 inches diameter, with a nail set in an open
blaze, bears, 5. 27° E., 13 links distance.
A juniper 12 inches diameter, with a nail set in an open
blaze, bears, N. 60° W., 26 links distance.
Bury the marked stone alongside the aluminum post.
Corner is located 3 feet east of a fence line extending north
and south in pifion and juniper.
N. 0° 12.6 E., between sections 25 and 26.

40.528 The 1/4 section corner of sections 25 and 26, monumented with
a granite stone, 16x14x7 inches, firmly set in a mound of
stone, plainly marked 1/4 on the west face.

At the corner point
get an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
T26SRTW
1/4
526 | 525
2005
Bury the marked stone alengside the aluminum post.
Corner is located in a fence line extending north and south in
flat open brush.
N. 0° 12.5' E., beginning new measurement
40.535 The corner of sections 23, 24, 25, and 26, moniumented with a

granite stone, 24x12x10 inches, firmly set, plainly marked
with 2 notches on the south and 1 notch on the east edges.

At the corner point

Set an aluminum post, 30 inches lcng, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
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CHAINS
TZ26SRTW
8231524
S26|825
2005
from which
A juniper 16 inches diameter, with scribing visible through
a mostly healed over blaze, bears west, 347 links
distance.
The northeast bearing tree was found dead and down, not
re-measured.
Bury the marked stone alongside the aluminum post.
Corner is located at the corner of fences extending north,
east, south, and west.
Reestablishment of the Survey Executed by
Page and Erwin in 1201
§. 89° 31.7' E., between sections 24 and Z2Z5.

39.960 The 1/4 section corner of sections 24 and 25 monumented with a
fence corner with fences extending north and west. The corner
of fences is accepted as the best avallable evidence of the
position of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
TZ6SRTW
S 24
1/4

s 25

2005
Corner is located on a southwest slope in dense oak brush.
Raise a mound of stone 3x2xl feet, north of the aluminum post.
S. 88° 44.2' E., beginning new measurement.

41.592 The closing corner of sections 24 and 25 on the east bcoundary

of the township, hereinbefore described.

Reestablishment of the Survey Executed by J. Bausman
in 1870, and the Resurvey Executed by Fage and Erwin in 1901




CHATINS

40.473

19.226
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From the corner of sections 23, 24, 25, and Z6.
N. 0° 13.1' E., between sections 23 and 24.

The 1/4 section corner of sections 23 and 24, monumented with
a steel fence post, set in a mound of stone. The steel fence
post has been utilized by others as the 1/4 section corner
point, and is accepted during the execution of this survey as
the best available evidence of the position of the coriginal
corner. No definitive evidence of the original marked stone
was found.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
T26SRTW
1/4
523 | s24
2005
Corner is located on southwest slope in dense oak brush.
Raise a mound of stone 4x2xl feet west of the aluminum post.
Reset the steel fence post aleongside the aluminum post.
Corner is lccated N. 30° E., 7 feet from the cormer of fences

extending south and west, and 15 feet west of a two-track dirt
road bearing north and south.

N. 0° 24.4' E., beginning new measurement.
Point for the N 1/16 section ccrner cf sections 23 and 24,

Set zn aluminum post, 30 inches long, 2 1/2 inches diameter,
20 inches in the ground, with magnet enclosed in a clear
plastic case at the base, in a mound of stone 3 foot base, to
the aluminum cap marked:

N 1/16
23 | s24
2005

et a steel fence post alongside the aluminum post.

Corner is located 36 feet north of a fence line extending east
and west, in an open juniper area.

From this corner, a rebar with attached cap marked REW 145764
bears 8. 11° 43" W., 17.6 ft. distance, not utilized.
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38.452 The corner of sections 13, 14, 23, and 24, monumented with a
Beaver County Survey Monument, a galvanized peost, 2 inches
diameter, firmly set, projecting 10 inches above ground, in a
small mound of stone, with an attached 3 1/4 inch diameter
aluminum cap marked:

TZ26SRTW
5141513
823|824
LS 174457
2003

Found a steel fence post alongside the aluminum post.

The position of the section corner monument was based on the
original marked stone found by the Beaver County Surveyors
Office. This monument is accepted as the best available

evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, is on file at the Beaver County Reccrders Office.

Corner is located in flat pasture.

Reestablishment of the Survey executed by
Page and Erwin in 1901

8. 89" 46.1' E., between sections 13 and 24.

20.759 Point for the W 1/16 section corner of sections 13 and 24.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

5 13

W 1/16
S 24
2005

Set a steel fence post alongside the aluminum post.

Corner is located 2 feet east of a fence line extending north
and south in sagebrush flat.

41.518 The 1/4 section corner of sections 13 and 24 monumented with &
trachyte stone 18x15x5 inches, lying loose, plainly marked
i/4 813 on ¢one side.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 jinches in the ground, with magnet enclosed in a clear
plastic case at the base, in a mound of stone, 3 feoot base to
the aluminum cap marked:
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CHAINS
T263RTW
5 13
1/4

S 24

2005
Bury the marked stone alongside the aluminum post.
Set a steel fence post alongside the aluminum post.
Corner is located 3 feet west of a fence line extending north
and south on a southwest slope in pifion and juniper, and 30
feet north of a wash draining west.
S. 89° 49.3' E., beginning new measurement.

39.768 The closing corner of sections 13 and 24, monumented with a
trachyte stone 24x12x3 inches, firmly set, plainly marked CC
on the west face, 3 notches on the south edge, and 3 notches
on the north edge. Add the marks AM on the west side of stone
and bury in place.
from which, & bearing tree not of record,

A juniper 10 inches diameter, with scribe marks, S 13 B
visible on a mostly hesaled over blaze, bears, N. 71° W.,
32 1inks distance.
39.968 The true point for the closing corner of sections 13 and 24,

at intersection with the Guide Meridian between Ranges 6 and 7
West, hereinbefore described.

Set an aluminum poest, 30 inches long, 2 1/2 inches diameter,
12 inches in the ground, to solid reock, with magnet enclosed
in a clear plastic case at the base, in a mound of stone, 4

feet bagse with the aluminum cap marked:

T26S
R7W R&6W
S13 C
524 C
2005

From which, the bearing tree described above bears, N. 78° W.,
51 links distance.

Corner is located on gradual southwest rocky slope in dense
pifion and juniper.

Reestablishment of the Survey Executed by J. Bausman
in 1870, and the Resurvey Executed by Page and Erwin in 1901

From the corner cof sections 13, 14, 23, and 24,
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N. 0° 10.8' W., on the west boundary of section 13.

42 524 The 1/4 section corner of sections 13 and 14, monumented with
a rebar, 5/8 inch diameter, with attached 2 inch diameter
aluminum cap marked GRIMSHAW SURVEYING 1/4 813 514 2003
L8174457. The rebar with cap are accepted as a careful and
faithful determination of the 1/4 section corner pesition by
proporticnate measurement. No remaining evidence of the
original corner was found.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 6
inches below the surface of the ground, with magnet enclosed
in a clear plastic case at the base with the rebar and cap
inside post, with the aluminum cap marked:

T26SRTW
1/4
814 | s13
2005

Corner is located on the east edge of a gravel road, 25 feet
wide, bearing N. 13° E., and § 13° W.

N. 0° 10.8’ W., beginning new measurement.

38.068 The closing corner of sections 12 and 14 only, monumented with
a rebar, 5/8 inch diameter, firmly set, projecting 2 inches
above ground, with an attached 2 inch diameter aluminum cap
marked GRIMSHAW SURVEYING S12 S$13 S14 2003 18174457, and a
steel fence post set alongside.

Lying loose alongside the rebar, found a sandstone 12x8x4
inches plainly marked CC on one face, 4 notches on one edge
and 1 notch on another.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base with rebar and cap inside post, with
the aluminum cap marked:
T263RTW
312 C
S14 C
2005

Bury the marked stone alongside the aluminum post.

Corner is located in a fence line extending east and west in
sagebrush flat.
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40.507 The northwest corner of section 13 only, monumented with a
Beaver County Survey Monument, a galvanized post, 2 inches
diameter, firmly set, with an attached 3 1/4 inch diameter
aluminum cap marked:

LS 174457
T263RTW

513

2003
Found a steel fence post alengside the aluminum post.
The position of the section corner monument was based on the
original marked stone found by the Beaver County Surveyors
Qffice. This monument is accepted as the best available

evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, is on file at the Beaver County Recorders Office.

Cocrner is located in sagebrush flat.

Reestablishment of the Survey Executed by J. Bausman in 1869
and the Resurvey Executed by Page and Frwin in 1901

From the corner of sections 7, 12, 13, and 18, on the Guide
Meridian, between Ranges 6 and 7 West, hereinbefore described.

N. 88° 13.1’ W., between sections 12 and 13.

40,143 The 1/4 section corner of sections 12 and 13 monumented, with
& Beaver County Survey Monument, a galvanized post, 2 inches
diameter, firmly set, projecting 4 inches above ground, with
an attached 3 1/4 inch diameter aluminum cap marked:

LS 174457
TZ26SR7W
5 12

1/4
S 13
2003

Found a steel fence post alongside the galvanized post and a
mound of steone 3x2x1 feet north of the galvanized post.

The position of the 1/4 section corner monument was based on
the original marked stone found by the Beaver County Surveyors
Office. This monument is accepted as the best available
evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, is on file at the Beaver County Reccrders Office,

Corner is located in pifion and juniper flat.
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N. 87° 29.0' wW., beginning new measurement.

20.751 The W 1/16 secticn corner of sections 12 and 13, monumented
with a rebar, 5/8 inch diameter, firmly set, with an attached
2 inch diameter aluminum cap marked GRIMSHAW SURVEYING W 1/16
15174457,

The rebar with cap are accepted as a careful and faithful
determination of the 1/16 section corner position.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base with the rebar and cap inside post,

with the aluminum cap marked:

s 12

W 1/16
S 13
2005

Found a steel fence post alongside the aluminum post.

Corner is located in an old chaining on flat ground in sage
and young pifion and juniper growth.

41.502 The northwest corner of ssction 13 oniy.

Reestablishment of the Survey executed by
Page and Erwin in 1901

From the south corner of section 11 and 12 only, monumented
with a Beaver County Survey Monument, a galvanized post, 2
inches diameter, firmly set, projecting 2 inches above ground,
with an attached 3 1/4 inch diameter aluminum cap marked:

LS 174457

T26S RTW

511 | 512
514
2003

Found a steel fence post alongside the galvanized post.

The position of the section corner monument was based on the
original marked stone found by the Beaver County Surveyors
Office. This monument is accepted as the best available
evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, 1is on file at the Beaver County Recorders Office.
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Corner is located in fence line extending east and west in a
sagebrush flat.

N. 0° 01.4" E., between sections 11 and 12.

40.087 The 1/4 section corner of sections 11 and 12, monumented with
4 Beaver County Survey Monument, a galvanized post, 2 inches
diameter, firmly set, projecting 4 inches above ground, with
an attached 3 1/4 inch diameter aluminum cap marked:

LS 174457
T26SR7W
S11 | s12
1/4
2003

Found a steel fence post alongside the galvanized post.

The position of the 1/4 section corner monument was based on
the original marked stone found by the Beaver County Surveycrs
Office. This mconument is accepted as the best available

evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, is on file at the Beaver County Recorders Office.

Corner is located in sagebrush flat.

N. 0° 01.1' wW., beginning new measurement.

20.020 Peint for the N 1/16 section corner of sections 11 and 12,
monumented with a rebar, 5/8 inch diameter, with ar attached 2
inch diameter aluminum cap marked GRIMSHAW SURVEYING N 1/16
L3174457.

The rebar with cap are accepted as a careful and Faithful
determiration of the 1/16 section corner position.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with rebar and cap inside post,
with the aluminum cap marked:

N 1/16
S11 | s1z2
2005
Found a steel fence post alongside the aluminum post.

Corner is located on flat ground in sagebrush.

40.040 The north corner of sections 11 and 12 only, monumented with a
Beaver County Survey Monument, a galvanized post, 2 inches




CHAINS

19,783

39.566
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diameter, firmly set, projecting 2 inches above ground, with
an attached 3 1/4 inch diameter aluminum cap marked:

LS 174457
T265 R7W
5 2

811,812

2003

Found a steel fence pest alongside the galvanized post and a
small mound of stone west.

The position of the section corner monument was based on the
original marked stone found by the Beaver County SUrveyors
Cffice. This monument is accepted as the best available
evidence of the positicn of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, is on file at the Beaver County Recorders Office.

Corner is located in flat open brush.

Reestablishment of the Survey Executed by F. Dickert in 1870
and the Resurvey Executed by Page and Erwin in 1901

From the corner of sections 1, 6, 7, and 12, on the Guide
Meridian between Ranges 6 and 7 West, hereinbefore described.

8. 89° 26.7' W., between sections 1 and 12.

Point for the E 1/16 section corner of sections 1 and 12.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

S 1

E 1/16
5 12
2005

Set a steel fence post alongside the aluminum post.

Corner is located 6 1/2 feet north of a fence line extending
east and west, in pifion and juniper.

Raise a mound of stone 3x2xl feet north of the aluminum post.

The 1/4 section corner of sections 1 and 12, monumented with a
Beaver County Survey Monument, a galvanized post, 2 inches
diameter, firmly set, projecting 2 inches above ground, with
an attached 3 1/4 inch diameter aluminum cap marked:
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L5 174457
51

1/4
s 12
2003

Found a steel fence post alongside the galvanized post.

The position of the 1/4 section corner monument was based on
the original marked stone found by the Beaver County Surveyors
Office. This monument is accepted as the best available
evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated October 29,
2003, is on file at the Beaver County Recorders Cffice.

Corner is located 2 1/2 feet north of fence line extending
east and west, and 17 feet north of the centerline line of a
dirt road, 20 feet wide, bearing east and west.

N. 89° 22 .9' w., beginning new measurement.

39.917 The southwest corner of section 1 only, monumented with a
Beaver County Survey monument, a galvanized post, 2 inches
diameter, firmily set, projecting 2 inches above ground, with
an attached 3 1/4 inch diameter aluminum cap marked:

T265RTW

ls1

512
LS 174457
2003

Found a steel fence post alongside the galvanized post,

The peosition of the section corner monument was based on the
original marked stone found by the Beaver County Surveyors
Office. This monument is accepted as the best available

evidence of the pesition of the original corner.

A corner Perpeluaticn and Filing Record, dated October 29,
2003, is on file at the Beaver County Recorders Office.

Corner is located in sagebrush flat.

Raise a small mound of stone east of the post.

Reestablishment of the Survey Executed by
F. Dickert in 1870.

N. 0° 04.7’ E., on the west boundary of sectiocn 1.

0.347 The closing corner of sections 2 and 12 only, monumented with
a rebar, 5/8 inch diameter, firmly set, projecting 2 inches
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40.064
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above ground, with no cap attached and a steel fence post set
alongside. This closing corner is accepted as the best
avallable evidence of the pesition cf the original corner.

Lying loose alongside the rebar, found a sandstone 12x10x5
inches plainly marked CC on one face, 5 notches on one edge
and 1 notch on ancther,

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
pPlastic case at the base and with rebar inside post, with the
aluminum cap marked:

T265RTW
52¢Cl 51
512 C

2005

Bury the marked stone alongside the aluminum post.
Corner is located in sagebrush flat, under a power line.

From this point, the north corner of sections 11 and 12 only,
bears N. 89%° 55.1' W., 4.230 chains distance, hereinbefore
described.

The 1/4 section corner of sections 1 and 2, mcnumented with a
rebar, 5/8 inch diameter, firmly set, projecting 4 inches
above ground, with no cap attached, set in a small mound of
stone, with a steel fence post alongside. The rebar is
accepted as a careful and faithful determination of the
position of the 1/4 section cerner by proportionate
measurement. No determination was made as to who or when the
rebar was set.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with the rebar inside the post,
with the aluminum cap marked:

T26SR7W
1/4
sz2ls1
2005

Raise a small mound of stone to the west of the aluminum post.

Corner is located in sagebrush flat.

N. 0° 04.7' E., beginning new measurement .




CHAINS
40.264

20.083

39.98%

40.166
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The standard corner of sections 1, 2, 35 and 36, on the Fifth
Standard Parallel South, hereinbefore described.

Reestablishment of the Survey Executed by J. Bausman in 1870
and the Resurvey Executed by Page and Erwin in 19071.

From the corner of sections 34 and 35 only, on the south
boundary of the township, hereinbefore described.

N. 0° 28.5" W., on the west boundary ¢f section 35.
Point for the § 1/16 section corner of section 35 only.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclesed in a clear
plastic case at the base, with the aluminum cap marked:

S 1/16
| s35
2005

Set a steel fence post alongside the aluminum post.
Raise a small mound of stone east of the aluminum post.

Corner is located 54 feet east of a fence line extending north
and south, on gradual east slope in pifion and juniper.

Point for the 1/4 section corner of section 34 only.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

T26SR7W
1/4

534 |
2005

Set a 6 feet tall cedar post alongside the aluminum post.
Raise a mound of stone 3x2xl feet west of the aluminum post.
Corner is located on a grassy flat.

The 1/4 section corner of section 35 only, monumented with a
sandstone 24x9x8 inches, firmly set, plainly marked 1/4 on the
wast face.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
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TZ6SRTW
1/4
| 535
2005
from which
A burned juniper, with a healed over blaze bears,
N. 51° E., 150 links distance.
No remaining evidence of the northwest bearing tree was found.
Corner is located on a grassy flat.
N. 0° 13.8' E., beginning new measurement.

39.810 Point for the closing corner of sections 27 and 34 only, at
proportiocnate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
flush with the ground, with magnet enclosed in a clear plastic
case at the base, with the aluminum cap marked;:
TZ265R7W
527 C
534 C
2005

Set a steel fence post alongside the aluminum post.
Corner i1s located on south edge of a cultivated field, on
north track of a two-track road bearing east and west.

40.511 Point for the corner of sections 26 and 35 only, at

proporticnate distance determined by using the Irregular
Boundary Adjustment Method. There is no remaining evidence of
the original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
18 inches below the surface of the ground, with magnet
enclosed in a clear plastic case at the base, with the
aluminum cap marked:

T26SRTW

ISZ6

535
2005

Corner is located in a cultivated field.

Reestablishment of the Survey Executed by J. Bausman in 1870

From the corner of sections 25, 26, 35, and 36.
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N. 88° 52.8’ W., between sections 26 and 35.

20.094 Point for the E 1/16 section corner of sections 26 and 35.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

5 26

E 1/1¢6
S 35
2005

Set a steel fence post alongside the aluminum post.
Raise & mound of stone 3x3x2 feet north of the aluminum post.
Corner is located on the west edge of an abandoned gravel pit.

40.188 The 1/4 section corner of sections 2§ and 35, determined from
the only remaining original bearing tree at record bearing and
distance.

A juniper stump 6 inches diameter, 4 ft. high, scribed 1/4
BT cn an open blaze, bears N. 69°15’ E., 193 links
distance.

Lying loose in the vicinity, found a granite stone 18x9x6
inches, plainly marked 1/4 on one side. Local land owner,
Robert Yardley, stated that he had seen the corner in place,
but it was disturbed when a fence was erected.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclesed in a clear
plastic case at the base, in a mound of stone, 3 foot base, to
the aluminum cap marked:

TZ6SRTW
S 26

1/4
S 35
2005

Bury the marked stone alongside the aluminum post.

-

Corner is located in a fence line extending east and west.

" N. 89° 46.9" W., beginning new measurement.

40.319 The corner of secticns 26 and 35 only.
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Reestablishment of the Survey executed by J. Bausman
in 1870 and the Resurvey executed by Page and Erwin in 1901.

N, 0° 00.8" E,, on the west boundary of section 26.
3%.545 Point for the 1/4 section corner of section 27 only.

The corner falls in cultivated lands, not suitable for
permanent monumentation and therefore not monumented.

40.512 Point for the 1/4 section corner of section 26 only, at
proportionate distance, determined by using the Irregular
Boundary Adjustment Method. There is no remaining evidence of
the original corner.

The ccrner falls in cultivated lands, not suitable for
permanent monumentation and therefore not monumented.

N. 0° 01.2' E., beginning new measurement .

19.157 Point for the N 1/16 section corner of section 27 only, not
monumented,

20.251 Point for the N 1/16 section corner of section 26 only, not
monumented.

39.281 Point for the closing corner of sections 22 and 27, at
proportionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26SRTW
522 C
527 C
2005

Raise a mound of stone 3xlxl feet west of the aluminum post.

Corner is located in a fence line extending north and south,
between two cultivated fields.

40.502 The corner of sections 23 and 26 only, monumented with a steel
fence post. This post has been utilized by others as the
section corner point, and is accepted during the execution cf
this survey as the best available evidence of the position of
the original corner. No remaining evidence of the original
marked stone was found.

At the corner point
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Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T265R7W

,823

526
2005

Corner is located in a fence line extending north and south
between two cultivated fields.

Reestablishment of the Survey Executed by J. Bausman in 1870

From the corner of sections 23, 24, 25, and 26.
N. 89° 22.2’ W., between sections 23 and 26.

40,393 Point for the 1/4 section corner of sections 23 and 26, at
proporticnate distance; thers is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
16 inches below the surface of the ground, with magnet
enclosed in a clear plastic case at the base, with the
aluminum cap marked:

T263R7TW
S 23

1/4
5 26
2005

Corner is located in a cultivated field.

80.786 The corner of sections 23 and 26 only.

Reestablishment of the Survey executed by J. Bausman
in 1870 and the Resurvey executed by Page and Erwin in 1801.

N. 0° 05.5' W., on the west boundary of secticn 23.
38.713 Point for the 1/4 secticn corner of section 272 only.
Set an aluminum pest, 30 inches long, 2 1/2 inches diameter,

26 inches in the ground, with magnst enclosed in a clear
plastic case at the base, with the aluminum cap marked:

TZ26S5RTW

1/4

522
2005




CHATNS

41.461

37.189

37.961
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL Lines,

T. 26 S., R. 7 W., SaLT LAKE MERIDIAN, UTaH.

Corner 1s located 1 foot east of a fence line extending north
and south on west edge of cultivated field and 20 feet sast of
a two-track road bearing north and south.

The 1/4 section corner of section 23 only, monumented with a
lava stone 14x8x5 inches, tirmly set, plainly marked 1/4 on
the east face.

At the corner point

Set an aluminum pcst, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26SRTW

1/4

523
2005

Bury the marked stone alongside the aluminum post.

Corner is located in a fence line extending north and south on
the west edge of a cultivated field.

N. 0° 28.6' E., beginning new measurement.

The closing corner of sections 15 and 22 only, monumented with
a Beaver County Survey Monument, a galvanized post, 2 inches
diameter, firmly set, projecting 6 inches above ground, with
an attached 3 1/4 inch diameter aluminum cap marked:

LS 174457
T26SR7W
jigq 523
522

2005

Found a steel fence post alongside the galvanized post.

The positicn of the section corner monument was based on the
original marked stone found by the Beaver County Surveyors
Office. This monument is accepted as the best available
evidence of the position of the original corner.

A corner Perpetuation and Filing Record, dated Qctober 29,
2003, is on file at the Beaver County Recorders Office.

Corner is located 1 foot north of a fence line extending
N. 80° E., and S. 80° W.

The corner cf sections 14 and 23 only, monumented with a 2
inch diameter brass tablet, set in a 6 inch diameter concrete
cylinder, with the brass tablet marked T26% R7W S14 $23
L5145764,

Found a steel fence post alongside the concrete cylinder.




CHAINS

20.254

40.508

60.731

B80.954
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,

T. 26 S., R. 7 W., SALT LAKE MERIDIAN, UTaH.

The plat of survey executed by Bush and Gudgell in 1987
references this corner as a found old stone. The plat of
Survey eéxecuted by Watson Engineering in 2001, references this
corner by setting a brass cap in concrete at record distance
based upon the Bush and Gudgell survey plat. No remaining
evidence of the original marked stone was found, and the
monument as set by Watson Engineering in 2001, is accepted as
the best available evidence of the position of the original
corner,

Corner is located in an area of extensive ground disturbkance
in pifion and juniper.

Frem the corner of sections 13, 14, 23, and 24.
N. 89° 01.1’ W., between sections 14 and 23.

Point for the E 1/16 section corner of sections 14 and 23, not
monumented.

Point for the 1/4 section corner of sections 14 and 23, at
proportionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches below the surface of the ground, with magnet
enclosed in a clear plastic case at the base, with the
aluminum cap marked:
TZ6SRTW
5 14

1/4
S 23
2005
Corner 1s located in a cultivated field.
Point for the W 1/16 section corner of sections 14 and 23.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminun cap marked:

5 14

W 1/1l¢
5 23
2005

Set a steel fence post alongside the aluminum post.

Corner is located 10 feet east of the west edge of a
cultivated field.

The corner of sections 14 and 23 only.
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CHAINS

Reestablishment of the Survey Executed by
Page and Erwin in 1901,

N. 0° 37.5' W., between sections 14 and 15.

19.427 Point for the § 1/16 section corner ¢of sections 14 and 15, not
monumented.

36.392 The 1/4 section corner of sections 14 and 15, monumented with
rebar, 5/8 inch diameter, firmly set, without attached
identifying cap.

Lying loose alongside the rebar, found a lava stone 18x8x6
inches, plainly marked 1/4 $ 15 on one side, with a scattered
mound of stone to the north.

from which

A juniper 16 inches diameter, with no scribe marks visible
on an open blaze bears, 5. 62° E., 25 links distance.
(Record 8. 56° E., § links distance.)

A juniper limb 6 inches diameter, with no scribe marks
visible on an open blaze bears, N. 32° W., 15 links
distance. (Record N. 65° W., 12 links distance.)

The rebar is accepted as the best available evidence of the
position of the marked stone.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
10 inches in the ground to solid rock, with magnet enclosed in
a clear plastic case at the base and with rebar and cap inside
the post, in a mound of stone, 5 foot base to the aluminum cap
marked:

T26SRTW
1/4
5151514
2005

Bury the marked stone alongside the aluminum post.

Corner is located in pifion and juniper.

N. 0° 21.0' E., beginning new measurement.

40.073 The corner of sections 10, 11, 14, and 15, monumented with a
lava stone 20x10x8 inches, firmly set, plainly marked 2
notches on east and 4 notches on south edges.

At the corner point
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Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
22 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
T26SR7W
51015811
Sl5lSl4
2005

from which

A juniper 12 inches diameter, with a healed over blaze
bears, $S. 33° E., 28 links distance.

A juniper 10 inches diameter, with no scribe marks visible
On an open blaze bears, $. 57° W., 57 links distance.

Bury the marked stone alongside the aluminum post.

Corner is located on gradual east slope in pifion and juniper.

S. 88%° 50.3' E., between sections 11 and i4,

39.941 The 1/4 section corner of secticn 11 only, monumented with a
rebar, 5/8 inch diameter, with attached 1 inch diameter yellow
plastic cap marked GRIMSHAW LS174457.

Lying loose zlongside the rebar, found a lava stone 16x8x8
inches, dimly marked 1/4 on face.

From which

A juniper 16 inches diameter, scribed 1/4 visible, bears,
S. 26° E., 15 links distance.

A juniper 30 inches diameter, with faint visible scribing

on a mostly healed blaze bears, N. 35° W., 4 links
distance. (Record North, 5 links distance)

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with rebar and cap inside the
post, with the aluminum cap marked:

T268R7TW
1/4 s 11

2005
Bury the marked stone alongside the aluminum post.

Set a steel fence post along side the aluminum post.
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Corner is located in pifion and juniper flat.

From this corner, the corner of fences, extending east and
south bears, N. 35° W,, 2 feet distance,

$. 89° 48.0' E., beginning new measurement .

0.811 The point for the 1/4 section corner of section 14 only,
monumented with a rebar, 5/8 inch diameter, with attached 2
1/2 inch diameter aluminum cap marked GRIMSHAW SURVEYING 1/4
514 LS8174457 2003. The rebar with cap are accepted as a
careful and faithful determination of Lhea 1/4 section corner
position.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with rebar and cap inside the

post, with the aluminum cap marked:

T26SRTW

1/4 s 14
2005

Set a steel fence post along side the aluminum post.

Corner is located in pifion and juniper flat 3.5 feet south of
a fence line extending east and west.

40.091 The corner of sections 11 and 12 only, hereinbefore described.

S. B9® 48.0' E., between sections 12 and 14.

0.825 The closing corner of sections 12 and 14, hereinbefore
described.

From the corner of sections 27, 28, 33, and 34, monumented
with a trachyte stone 18x10x8 inches, firmly set, plainly
marked 1 notch on south and 5 nctches on north edges.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
2¢ inches in the ground, with magnet enclosed in a clear
plastic case at the base, in a mound of stone, 3 foot base to
the aluminum cap marked:

TZ263R7TW

5281827
S33|834

2005




37

DEPENDENT RESURVEY OF A PORTION OF THE SUBDTVTSIONAL LINES,
T. 26 S., R. 7 W., SALT LAKE MERIDIAN, UTAH.

CHATNS
Bury the marked stone alongside the aluminum pest.
Set a steel fence post along side the aluminum post.
Corner is located on steep northeast slope in underbrush.
From this corner, National Geodetic Survey Station “PINEY”
monumented with a standard disk stamped PINEY 1938, cemented
in a rock, in & mound of stone, bears, S. 57°00.2' W. {(FWD} ,
N. 5€°59.6' E. (REV), 90.690 chains distance.
N. 0% 02,7’ E., between sections 27 and 28 on the sectional
guide meridian.

40.082 The 1/4 section corner of sections 27 and 28, monumented with
a trachyte stone, 12x10x8 inches, firmly set, dimly marked 1/4
S on the west face and 27 on the east face and a mound of
stone 3x2x1 feet west.
At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet encleosed in a clear
plastic case at the bass, with the aluminum cap marked:

TZ6SRTW
1/4
s28 | s27
2005

Bury the marked stone alongside the aluminum post.
Set a steel fence post along side the aluminum post.
Corner is leccated on gradual east slope in open grass.
N. 0° 02.5' E., beginning new measurement

40.150 The corner of sections 21, 22, 27, and 28, monumented with an
aluminum post, 2 1/2 inches diameter, firmly set, prejecting 4
inches above ground, with the aluminum cap marked as described
in the official record of the resurvey executed by L.V. Judd
in 199%¢.
From the corner of sections 27, 28, 33, and 34.
N. B89° 56.0' E., between sections 27 and 34.

40.093 The 1/4 section corner of sections 27 and 34 monumented with a
sandsteone 16x12x5 inches, firmly set in a small mound of
stone, plainly marked 1/4 27 on the north and 34 on the south

faces,

Found a steel fence post alengside the marked stone.




CHAINS

20.0298

39.907

40.012
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISICNAL LINES,

T. 26 S., R. 7 W., SaLT LAKE MrrIDIAN, UTaH.
At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

T26SR7TW
s 27

1/4
S 34
2005
Bury the marked stone alongside the aluminum post.

Raise a mound of stone 3x2x1 feet north of the aluminum post.

Corner is located in a flat open area.

N. 89° 56.8' E., beginning new measurement.

Point for the F 1/16 section corner of sections 27 and 34,
Set an aluminum pest, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

5 27

E 1/16
S 34
2005
Set a steel fence post alengside the aluminum post.

Raise a mound of stone 3x3x3 feet north of the aluminum post.

Corner is located 70 feet south of a fence corner extending
north and east.

The closing corner of sections 27 and 24.

Frem the corner of sections 21, 22, 27, and 28.
N. 89° 45.2' E,, petwsen sections 22 and 27.

Point for the 1/4 section corner of sections 22 and 27, at
proportionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
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TZ&SRTW
5 22

1/4
s 27
2005

Set a steel fence post alongside the aluminum post.

Corner is located in a cultivated field, 22.5 feet east of a
fence line extending north and south.

60.018 Point for the E 1/16 section corner of sections 22 and 27, not
monumented.

79.924 The closing corner of sections 22 and 27.

The Subdivision of Section 1,
T. 26 5., R, 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of sections 1 and 12.
N. 0° 11.3" E., on the N ~ S centerline of section 1.

20.242 Point for the center § 1/16 section corner of secticn 1, not
monumented.

40.484 The center 1/4 section corner of secticn 1, monumented with a
rebar 5/8 inch diameter, firmly set, with no identifying cap
attached, and a steel fence post alongside.

The rebar is accepted as a careful and faithful determination
of the center 1/4 section corner position. No determination
was made as to who or when this monument was set.

AL the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
22 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with rebar inside the post, in a
mound of stone, 3 ft. base to the aluminum cap marked:

T2685R7TW
C 1/4
51
2005

Corner is located in sagebrush flat.

80.824 The standard 1/4 section corner of sections 1 and 36, on the
Fifth Standard Parallel South, hereinbefore described.

From the 1/4 section corner of sections 1 and 6, on the Guide
Meridian between Ranges 6 and 7 West, hereinbefore described.




CHAINS

19.841

39.682

59.676

79.670

20.143

40.286
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THE SUBDIVISION OF SECTION 1,
T. 26 5., R. 7 W., SaLT LaXE MERIDI&N, UTAH.

N. 89° 58.9' W., cn the & - W centerline of section 1.

Point for the center E 1/16 section corner of section 1, not
monumented.,

The center 1/4 section corner of section 1.

Pocint for the center W 1/16 section corner of section 1.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclcesed in a clear

plastic case at the base, with the aluminum cap marked:

W 1l/16
C C

s 1
2005

Set a steel fence post alongside the aluminum post.
Corner is located in sagebrush flat.

The 1/4 section corner of sections 1 and 2.

From the E 1/16 section corner of sections 1 and 12,

N. 0° 16.6' E., on the N - 3 centerline of SE 1/4 of
section 1.

The SE 1/16 section corner, monumented with a rebar, 3/8 inch
diameter, firmly set, with no identifying cap attached, and a
steel fence post alongside.

The rebar is accepted as a careful and faithful determination
of the 1/16 section corner position. No determination wag made
as to who or when this monument was set.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
20 inches in the ground, with magnet encleosed in a clear
plastic case at the base and with rebar inside post, in a
mound of stone, 2 foct base to the aluminum cap marked:

SE 1/16

s 1
2005

Corner is located in pifien and juniper.

Point for the center E 1/16 section corner of section 1.

From the § 1/16 section corner of sections 1 and &, on the
Guide Meridian between Ranges 6 and 7 West, hereinbefore
described.



CHAINS

19.812

39.624

40.302

39.219

58.985
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THE SUBDIVISION OF SECTTION 1,
T. 26 5., R. 7 W., 5aLT LaxE MERIDIAN, UTAH.

8. 89° 43.9' W., on the E - W centerline of the SE 1/4 of
section 1.

The SE 1/16 section corner of section 1.

Point for the center S 1/16 section corner of section 1.

From the center W 1/16 section corner of section 1.

N. 0° 08.0' E., on the N - S centerline of the NW 1/4 of
section 1.

The W 1/16 secticn corner of sections 1 and 36 on the Fifth
Standard Parallel South, hereinbefore described.

The Subdivision of Section 12,
T. 26 3., R. 7 W., Salt Lake Meridian, Utah,

From the 1/4 section corner of secticns 12 and 13.
N. 1° 21.9' E., on the N — S centerline of section 12.

Point for the center 1/4 section corner, at intersection with
the E-W center line of section 12.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26SRTW
c 1/4
s 1z
2005

Set a steel fence post alongside the aluminum post.
Raise a small mound of stone west of the aluminum post.
Corner is located in pifion and juniper.
Point for the center N 1/16 section corner of section 12,
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
C
N 1/16| 512

C
2005

Set a steel fence post alongside the aluminum post.




CHAINS

78.751

39,940

60.250

22.885

38.445
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THr SUBDIVISION OF SECTION 12,
T. 26 5., R. 7 W., SanLT LAKE MERIDIAN, UTAH.

From this corner, a rebar, with attached 2 inch diameter
aluminum cap marked GRIMSHAW SURVEYING CEN N 1/16 512
18174457, bears 8. 1° 21.9 W. 4.3 ft. distance, this was not
utilized.

Corner 1is located in pifieon and juniper.

The 1/4 section corner of sections 1 and 12.

From the 1/4 section corner of sections 7 and 12, on the Guide
Meridian, between Ranges 6 and 7 West, hereinbefore described.

N. 89° 38.7' W., on the E - W centerline of section 12.
The center 1/4 section corner of secticon 12.

The center W 1/16 section corner of section 12, monumented
with a rebar, 5/8 inch diameter, with attached 2 inch diameter
aluminum cap marked GRIMSHAW SURVEYING CEN W 1/16 LS174457.

The rebar is accepted as a careful and faithful determination
of the center W 1/16 section corner position.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2Z inches diameter,
24 inches in the ground, with magnet encleosed in a clear
plastic case at the base and with rebar and cap inside post,
with the aluminum cap marked:

W 1i/16
c——cC
s12
2005

Cerner is located on flat ground in scattered juniper.

N. B9° 38.7' W., beginning new measurement.

The 1/4 section corner of sections 11 and 12.

From the W 1/16 section corner of sections 12 and 13.

N. 2° 01.0' E., on the N - S centerline of SW 1/4 of section
12.

The center W 1/16 section corner of section 12.

From the center N 1/16 section corner of section 12.

N. 89° 18.6' W., on the E - W centerline of the NW 1/4 of
section 12.




CHAINS
43.672

41.325

81.378

40.104

60.861
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THE SUBDIVISION OF SECTION 12,
T. 26 8., R. 7 W., SarT Lake MERIDIAN, UTAH.

The N 1/16 section corner of sections 11 and 12.

The Subdivision of Section 13,
T. 26 8., R. 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of sections 13 and 24.
N. 0° 13.1' W., on the N - S centerline of section 13.

Point for the center 1/4 section corner, at intersection with
the E - W centerline of section 13.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26SR7W
c 1/4
5 13
2005

Raise a mound of stone 3x2x1 feet west of the aluminum post.

Cerner is located on flat ground, in an old chaining in pifion
and juniper.

The 1/4 section corner of sections 12 and 13.

From the 1/4 section corner of section 13 only, on the Guide
Meridian, between Ranges 6 and 7 West, hereinbefore described.

N. 88° 06.7' W., on the & — W centerline of section 13.

The center 1/4 secticn corner of section 13.

Point for the center W 1/16 section corner of section 13.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclosed in a clear

plastic case at the base, with the aluminum cap marked:

W 1l/16
C C

513
2005

Raise a mound of stone 3x2xl feet, north of the aluminum post.
Set a cedar post, 4 feet long alcongside the aluminum pocst.

Corner is located on flat ground.

From this corner, the corner of fences extending south and
west, bears N. 47° E., 43 feet distance.




CHAINS

81.618

41.924

40.281

20.345

40.961
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THE SUBDIVISION OF SECTION 13,
T. 26 5., R. 7 W., SaALT LAKE MERIDIAN, UTAH.

The 1/4 section corner of sections 13 and 14.

From the W 1/16 section corner of secticons 13 and 24.

N. 0° 11.9' W., on the N - S centerline of SW 1/4 of
section 13.

The center W 1/16 section corner of section 13.

From the center W 1/16 section corner of section 13.

N. 0° 12.0' W., on the N - S centerliine of the NW 1/4 of
section 13.

The W 1/16 section corner of sections 12 and 13.

The Subdivision of Section 14,
T. 26 S., R. 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of sections 14 and 23.
M. 0° 05.7' E., on the N - 3 centerline of section 14.
Point for the center S 1/16 section corner of section 14,

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

C
s 1/16{s14
C
2005

Set a steel fence post alongside the aluminum post.
Corner is located in a cultivated field.

Point for the center 1/4 section corner of section 14, at
intersection with the E - W centerline.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T265R7W
C 1/4
S14
2005

Set a steel fence post alongside the aluminum post.
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CHAINS

From this corner, a fence corner, with fences extending north,
east, and S. 40° W., bears S. 10° E., 49 feet.

80.036 The 1/4 section corner of section 14 only.

From the 1/4 section corner of sections 13 and 14.
8. 88° 46.0' W., on the E - W centerline of secticn 14,
40.304 The center 1/4 section corner of section 14.

60.573 Point for the center W 1/16 section corner of section 14, not
monumented.

81.249 The 1/4 section corner of sections 14 and 15.

From the W 1/16 section corner of secticns 14 and 23.

N. 0° 01.9' E., on the N - S centerline of SW 1/4 of
section 14.

19.886 Point for the SW 1/16 sectien cerner of section 14, at
intersection with the E - W centerline of the SW 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magneif encleosed in a clear
plastic case at the base, with the aluminum cap marked:
SW 1/16
314
2005

Set a steel fence post alongside the aluminum post.

Corner is located 25 feet east of a fence line, with fences
extending north and scuth in pifion and juniper.

40.180 The point for the center W 1/16 section correr of section 14.

From the center § 1/16 section corner of section 14.

§. 89° 40.7' W., on the E - W centerline of the SW 1/4 of
section 14.

20.243 The SW 1/16 section corner of section 14.

40.686 The point for the S 1/16 section corner of sections 14 and 15.

The Subdivision of Section 23,
T. 26 8., R. 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of sections 23 and 26.




CHAINS

40.964

60.068

79.172

20.1%96

40.392

81.014

19.165
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TEE SUBDIVISION OF SECTION 23,
T. 26 8., R. 7 W., SaLT Lake MERIDIZN, UTaH.

N. 0° 13.4' E., on the N - § centerline of secticn 23.

Point for the center 1/4 section corner of section 23, at
intersection with the E - W centerline. The corner point falls
within the Interstate 15 corridor, where it is impractical to
menument, not meonumented.

Point for the center N 1/16 section corner of section 23, not
monumented.

The 1/4 section corner of sections 14 and 23.

From the 1/4 section corner of sections 23 and 24.
N. 88° 40.3' W., on the E - W centerline of section 23.
Point for the center E 1/16 section corner of section 23.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet enclcsed in a clear
plastic case at the base, in a mound of stone, 3 foot bkase to
the aluminum cap marked:

E 1/16
C C

523
2005

Corner is located in flat open brush 30 feet east of the
centerline of a gravel road, 30 feet wide, bearing north and
south.

The point for the center 1/4 section corner of section 23.

The 1/4 section corner of section 23 only.

From the center E 1/16 section corner of section 23.

N. 0° 18.9' E., on the N - § centerline of the NE 1/4 of
section 23.

Point for the NE 1/16 section corner, at intersection with the
E - W center line of the NE 1/4 of secticn 23.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
flush with the ground, with magnet enclosed in a clear plastic
case at the base, with the aluminum cap marked:

NE 1/16
S 23
2005

Set a steel fence post alongside the aluminum post.




CHAINS

38.330

20.224

40.448

39.925

59.518

79.111

40.768
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THE SUBDIVISION OF SECTICN 23,
T. 26 5., R. 7 W., S5aLT Lake MERIDIAN, UTAH.

Corner 1is located at north end of turn around for dumpster on
old highway 91.

From this corner, a rebar with attached cap marked REW 145764
bears S. 6° 24’ W., 54.0 ft. distance, not utilized.

The point for the E 1/16 section corner of sections 14 and 23.

From the N 1/16 section corner of sections 23 and 24.

N. 88° 50.7' W., on the E — W centerline of the NE 1/4 of
section 23.

The NE 1/16¢ section corner of section 23.

The point for the center N 1/16 section corner cf section 23.

The Subdivision of Section 24,
T. 26 8., R. 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of secticons 24 and 25.
N. 1° 26.7' E., on the N - S centerline of section 24.

Point for the center 1/4 section corner of section 24, at
intersection with the FE - W center line.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, in a mound of stone, & foot base, 4
feet high to the aluminum cap marked:

T2635R7W
C 1i/4
S 24
2005

Corner is located on steep north siope 27 feet south of a two-
track road bearing N. 70° W. and $. 70° E., and 53 feet south
of Pine Creek, 12 feet wide, 3 feet deep, bearing S. 64° E.,
and N. 64° W.

Point for the center N 1/16 section corner of section 24, not
monumented.

The 1/4 section corner of sections 13 and 24.

From the 1/4 section corner of section 24 only, on the Guide
Meridian, betwsen Ranges 6 and 7 West, hereinbefore described.

N. 88° 45.1' W., on the E — W centerline of section 24.

The center 1/4 section corner of section Z24.




CHAINS

61.176

81.584

19.408

38.816

20.583

41.166

40.160
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THE SUBDIVISION OF SECTION 24,
T. 26 S., R. 7 W., SanLt LaKE MERIDIAN, UTAH.

Point for the center W 1/16 section corner ¢f section 24, not
monumented.

The 1/4 section corner of sections 23 and 24.

From the point for the center W 1/16 section corner of secticn
24,

N. 0° 55.9'" E., on the N -~ 5 centerline of the NW 1/4 of
section 24.

Point for the NW 1/16 section corner of section 24, at
intersecticn with the E - W center line of the NW 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
20 inches in the ground to solid rock, with magnet enclosed in
a clear plastic case at the base, in a mound of stone, 3 foot
base to the aluminum cap marked:
NW 1/16

S 24

2005
Set a steel fence post alongside the aluminum post.

Corner is lccated on gentle north slope in open brush.

From this corner, the corner of fences extending north and
west, bears N. 30° E., 39 feet distance.

The W 1/16 sectlon corner of sections 13 and 24.

From the point for the center N 1/16 section corner of section
24.

N. 89° 15.9' W., on the E - W centerline of the NW 1/4 of
section 24.

The NW 1/16 section corner of section 24.

The N 1/16 section corner of sections 23 and 24.

The Subdivision of Section 27,
T. 26 5., R. 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of sections 27 and 34.
N. 0° 00.6" W., on the N - § centerline of section Z7.

Point for the center 1/4 section corner of section 27, at
intersection with the E - W center line.




CHAINS

60.259

80,358

19.898

39.921
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THE SURDIVISION OF SECTION 27,
T. 26 5., R. 7 W., SaLT Lakk MerIDIAN, UTAH.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T265RTW
C 1/4
s 27
2005
Set a steel fence post alongside the aluminum post.
Corner is located on sagebrush flat in pifien and juniper.

Point for the center N 1/16 section corner of section 27.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

C
N 1/16]5 27
C
2005

Set a steel fence post alongside the aluminum post.

Corner is located 25 feet east of a dirt road 20 feet wide,
bearing N. 10° W., and $S. 10° E, on sagebrush flat.

From this corner, a corner of fences with fences extending
north, east, and west, bears N. 14° W., 83.9 feet distance.

The 1/4 section corner of sections 22 and 27.

From the point for the 1/4 section corner of section 27 oniy.
S. 89° 49.3' W., on the E — W centerline of section 27.
Point for the center E 1/16 section corner of section 27.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclesed in a clear
plastic case at the base, with the aluminum cap marked:
E 1/1¢6
C——¢C
5 27
2005

Set a steel fence post alengside the aluminum post.

Corner is located 4.8 feet east of a fence line extending
north and south on west edge of a cultivated field.

The center 1/4 section corner of section 27.




CHAINS
79.972

20.111

40.222

19.902

39.917

40.203

15.648
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THE SUBDIVISION OF SECTION 27,
T. 26 8., R. 7 W., SALT La&KE MERIDIAN, UTAH.

The 1/4 section corner of sections 27 and 28.

From the center E 1/16 section corner cof section 27.

N. 0° 01.9' W., on the N - 8 centerline of NE 1/4 cof
section 27.

Point for the NE 1/16 section corner of section 27, at
intersection with the E - W center line of the NE 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:
NE 1/16
5 27
2005

Corner 1is located in a cultivated field.

From this corner, a corner of fences with fences extending
N. 80° W., and south, bears N. 5° W., 52.6 feet distance.

The point for the E 1/16 section corner of sections 22 and 27.

From the point for the N 1/16 section corner of section 27
only.

8. 89° 47.2' W., on the E - W centerline of the NE 1/4 of
gsection 27.

The NE 1/16 sectien cerner of seckticn 27.

The center N 1/16 section corner of section 27.

From the E 1/16 section corner cf sections 27 and 34.

N. 0° 00.8" W., on the N — 8 centerline of the SE 1/4 of
section 27.

The center E 1/16 section corner of secticn 27.

The Subdivision of Section 35,
T. 26 §., R. 7 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of section 35 only, on the scuth
boundary of the township, hereinbefore described.

N. 0° 00.6'" E., on the N — S centerline of section 35.

Point for the center § 1/16 section corner of section 35.




CHAINS

39.296

58.196

79.096
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THE SUBDIVISION OF SECTICN 35,
T. 26 S., R. 7 W., SaLT LAKE MERIDIAN, UTaH.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

C
S 1/16| 8 35
C
2005

Set a steel fence post alongside the aluminum post.
Corner is located on flat ground in an cld chaining.

Point for the center 1/4 section corner of secticn 35, at
intersection with the E - W center line.

Set an aluminum peost, 30 inches long, 2 1/2 inches diameter,
29 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

T26SRTW
C 1/4
5 35
2005
Set a steel fence post alongside the aluminum post.

Corner is located on flat pasture ground.

From this corner, the corner of fences extending S. 20° E. and
N. 10° E., bears, S. 10° E., 60.5 feet distance.

Point for the center N 1/16 section cornesr of section 35.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclecsed in a clear
plastic case at the base, with the aluminum cap marked:

cC

N 1/16l S 35
C
2005

Set a steel fence post alengside the aluminum post.

Raise a small mound of stone west of the aluminum cap.

Corner is located 7 feet north of a fence line extending east
and west on flat ground in pasture.

The 1/4 section corner of secticns 26 and 35.

From the 1/4 section corner of sections 35 and 36.

S. 89° 12.5' W., on the E — W centerline of ssction 35.




CHAINS
20.089

40.178

80.660

19.565

39.130

20.088

40.176

40.323

52

THE SUBDIVISION OF SECTION 35,
T. 26 3., R. 7 W., SaLT Laxg MrRIDIAN, UTaH.

Point for the center E 1/16 section corner of section 35, not
monumented.

The center 1/4 section corner of section 35.

The 1/4 section corner of section 35 conly.

From the point for the center E 1/16 section corner ¢f secticn
35.

N. 0° 01.1' E., on the N — 8 centerline of NE 1/4 of
section 35,

Point for the NE 1/1¢ section corner of section 35, at
intersection with the E - W centerline of the NE 1/4.

The corner point falls within an active gravel pit, not
suitable for permanent monumentaticn at this time, and

therefore not monumented.

The E 1/16 section corner of secticns 26 and 35.

From the point for the N 1/16 section corner of sections 35
and 36.

N. 89° 50.1'" W., on the F — W centerline of the NE 1/4 of
section 35.

The point for the NE 1/16 secticn corner of section 35.

The center N 1/16 section corner of section 35.

From the center 3 1/16 section corner of section 35.

8. 88° 35.3" W., cn the E — W centerline of the SW 1/4 of
section 35.

The S 1/16 section corner of section 35 only.
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DEPENDENT RESURVEY OF WASHINGTON LoOAD, LoT 574, AM.,
(GorDON MINING DisTRICT), T. 26 S., R. 7 W.,
SaLT LAKE MERIDIAN, UTRH,

CHATNS
Dependent Resurvey of Washington Lode, Lot 57A, AM.,
{(Gordon Mining District), T. 26 S., R. 7 W.,
Salt Lake Meridian, Utah.
Reestablishment of the Survey executed by E. Koeber in 1886
and the Amended Survey executed by 0. Palmer in 1891
From Corner Number 1, Washington Lode, Lot 57A, AM.,
monumented with an iron pipe, 2 1/2 inches diameter, firmly
set in a mound of stone, 3 ft. base, with an attached metal
tag marked:
UusI
(O
57 A
This corner 1s accepted as a careful and faithful
reestablishment of the original corner, not remcnumented.
No remaining evidence of the original cedar corner post was
found.
No remalning evidence of the bearing tree was found.
Corner is located on northwest slope in pifion and juniper.
From this corner, the corner of sections 7, 12, 13, and 18,
bears 5. 32° 50.8' E., 17.013 chains distance.
N, 28° 24.0° W., on line 1-2.
9.048 Corner Number 2, monumented with an iron pipe, 2 1/2 inches

diameter, firmly set in a mound of stone, 3 foot base, with
attached metal tag marked:

UsT
c 2
57 A

This corner is accepted as a careful and faithful
reestablishment of the original c¢orner, not remonumented.

No remaining evidence of the original cedar corner post was
found.

No remaining evidence of the bearing tree was found.

Corner is located 16.5 feet west of a barbed wire fence
extending north and south, in pifion and juniper.

N. 61° 26.8’ E., on line 2-3.




CHAINS
3.107

8.5898

13.461
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DEPENDENT RESURVEY OF WASHINGTON LoaD, Lor 57A, AM.,
{GorDON MINING DisTRICT}, T. 26 8., R. 7 W.,
SALT LAKE MErIDIAN, UTRH.

Intersect line 2-3, Newark Lode, Lot 58, AM.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base, with the aluminum cap marked:

AP
<
05, s
VAN
40/\

&,
Q
2005

Set a steel fence post alongside the aluminum post.

Raise a mound of stone, 3x2xl feet north of the aluminum post.
Corner 1s located in flat open brush, 30 feet east of the
centerline of a gravel rcad, 30 feet wide, bearing north and
south.

Intersect line 1-2, Newark Lode, Lot 58, AM., nct monumented.
Corner Number 3, monumented with a rebar, next to a wood
stake, driven in the center of a rusted off 2 1/2 inch
diameter iron pipe, with attached tag marked, USI C 3 57 A,
with a mound of stone to the south, and a steel fence post

alongside.

This corner 1s accepted as a careful and faithful
reestablishment c¢f the original corner.

No remaining evidence of the original cedar corner post was
found.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet encleosed in a clear
plastic case at the base, over the rebar and iron pipe, with
the aluminum cap marked:

M5-21

/3\
LOT

57-A
2005

Sat a steel fence post alongside the aluminum post.
Raise a mound of stone south of the aluminum post.

Corner is located on an open south slope.




CHAINS

4.521

9.048

2.557

13.461
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DEPENDENT RESURVEY OF WASHINGTON Loap, Lor 57A, AM.,
{GorDoN MINING DisTRICT), T. 26 S., R. 7T W.,
SanLT LaKE MerIDIAN, UTaH.

S. 28° 24.0' E., on line 3-4.

Intersect the Guide Meridian between Ranges 6 and 7 West, not
monunmented,

Point for Corner Number 4, determined by the intersection of
lines parallel with the north and west boundaries of the lode.
No remaining evidence of the original corner was found.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at tLhe base, with the aluminum cap marked:

MS-21

LOT
57-A 4

2005
Set a steel fence post alongside the aluminum post.

Corner is located on sulphur flat in area of extensive ground
disturkance.

8, 61° 36.8' W., on line 4-1.

Intersect the Guide Meridian between Ranges 6 and 7 West, not
monumented.

Corner Number 1, Washington Lode, Lot 57A, AM.

Dependent Resurvey of Newark Lode, Lot 58, AM.,
{(Gordeon Mining District), Salt Lake Meridian, Utah.

Reestablishment of the Survey executed by E. Koeber in 1886
and the Amended Survey executed by ©. Palmer in 1891

From Corner Number 1, Newark Lode, Lot 58, AM., monumented
with a rebar, 5/8 inch diameter, firmly set, with a steel
fence post alcngside.

This corner is accepted as a careful and faithful
reestablishment of the original corner.

No remaining evidence of the original cedar corner post was
found.

At the corner point




CHAINS

4.602

9.088

1.885

21.098
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DEPENDENT RESURVEY OF NEWARK LopE, LoT 58, AM.,
(GorDoN MINTNG DIsTRICT), T. 26 S., R. 7 W.,
SaALT LAKE MERIDIAN, UTAH.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with the rebar inside the post,
with the aluminum cap marked:

M5-22

LOoT 1
58
2005

Corner is located at top of south sloping hill on bench cut
for a road.

From this corner, the 1/4 section corner of sections 7, 12,
bears N. 18° 54.7' E., 11.100 chains distance.

S. 42° 53.8" W., on line 1-2.
Intersect line 2-3, Washington Lecde, Lot 57A, AM.
Corner Number 2, monumented with an iren pipe, 2 1/2 inches
diameter, firmly set, projecting 18 inches above ground, with
attached metal tag marked:

UST

c 2

58

This corner is accepted as a careful and faithful
reestablishment of the original corner, not remonumented.

No remaining evidence of the original cedar corner post was
found.

Set a steel fence post alongside the aluminum post.

Corner is located on a northeast slope in oak brush.

N. 68° 57.3’ W., on line 2-3.
Intersect line 2-3, Washington Lode, Lot 57A, AM.
Corner Number 32, monumented with an iron pipe, 2 1/2 inches

diameter, firmly set in a mound of stone, with an attached
metal tag marked:

USI
c 3
58




CHAINS

9.088

21.075
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DEPENDENT RESURVEY OF Newarx Lobe, Lot 58, AM.,
(GorDoN MINING DisTrICT), T. 26 S., R. 7 W.,
SarT Lake MERIDIAN, UTAH.

This corner is accepted as a careful and faithful
reestablishment of the original corner, not remonumented.

Mo remaining evidence ¢f the coriginal cedar corner post was
found.

Set a steel fence post alongside the aluminum post.

M. 43° 02.8' E., on line 3-4.

Corner Number 4, monumented with a rebar, in a small mound of
stone, with attached cap marked:

LS 4493
451
SET

12-88

This corner is accepted as a careful and faithful
reestablishment of the original corner.

No remaining evidence of the original cedar corner post was
found

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet enclosed in a clear
plastic case at the base and with rebar and cap inside peost,

with the aluminum cap marked:

MS5-22

/////::\\\\
LOT 58

2005

Set a steel fence post alongside the aluminum post.

S, 68° 58.7' E., on line 4-1.

Corner Number 1, Newark Lode, Lot 58, AM.
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